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WWrriinniinngg An electrical product may cause a fire, injury, or death if the safety precautions are not observed. 

 

Thank you for purchasing our product.  

This user manual describes the important precautions to prevent an accident and the methods of handling this product.  

Please read this manual carefully and use this product safely. 

This manual should be kept in a handy place for reference.  
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ǒIntroduction 

This Userôs Manual explains how to use REALFORCE with its exclusive software to adjust the settings 

for REALFORCE. 

 

1. Installing procedure 

 

 First, install the installer from the following URL: 

www.realforce.co.jp/support/ 

 

 

CCaauutt iioonn!!    

The software should be downloaded and used at your own risk. 

Topre will assume no responsibility for any problem or damage that has taken place as a result of 

downloading or using the software. 

 

Double-click and execute the installer. ñSelect languageò will be displayed. Select ñJapaneseò or ñEnglishò 

and click ñNextò in the lower right corner.

 

 

  

http://www.realforce.co.jp/support/
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Read the License agreement. If you agree to the provisions, check ñAgreeò in the lower left section and 

then click ñInstallò in the lower right corner. 

The software cannot be installed if ñDo not agreeò is checked. 

 

 

The software will automatically be installed. Wait for a while. When the installation has finished, a message 

to that effect and a link to the home page will be displayed. 

Click Complete in the lower right corner to finish the installation. 
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2. Starting REALFORCE software 

When the software has been installed, a short cut will be created on the desktop. Double-click the short cut 

to start the software.  

 

If the software is started without the REALFORCE series connected, ñKeyboard could not be detectedò 

will be displayed on the screen. The REALFORCE series may not be recognized even when it is 

connected in this status. If that is the case, exit the software once by pressing the × button in the upper 

right corner. Connect the REALFORCE series and start the software again.

  

 

When REALFORCE is connected and the software is started, a keyboard is displayed on the screen. 

 

  

Keyboard View  

Setting Keyboard Select  

Tab Menu  

Profile Save and Load  
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3. Adjusting the Actuation Point (for Models with the APC Function Only) 

 

The APC tab sets the Actuation Point. 

To set the key switch to the ON position, click  as shown in the APC tab. 

 

 SSuupppplleemmeennttaarryy APC is the abbreviation for actuation point changer. 

 NNoottee For models without the APC function, the APC tab is grayed out and will not respond to clicks. 

 

Å Individual setting 

The Individual setting key sets the Actuation Point of each one of the keys to 1.5 mm, 2.2 mm, or 3.0 

mm. 

Keys whose Actuation Point is set to 1.5 mm are shown in blue, those with an Actuation Point set to 

2.2 mm are shown in green, and those set to 3.0 mm are in red. The default Actuation Point for all the 

keys is 1.5 mm. 
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The Actuation Point for a key can be set by clicking one key at a time with the mouse or enclosing the 

key while holding down the left mouse button. After the setting, the colors of the screen and the 

keyboard change. 

 

 

  



9 

 

Å Batch setting 

The Batch setting key sets the Actuation Point for all the keys to 1.5 mm, 2.2 mm, or 3.0 mm at once. 

The Actuation Point of 1.5 mm is shown in blue, that of 2.2 mm is in green, and that of 3.0 mm is in red. 

The default Actuation Point is 2.2 mm.
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11 

 

4. Adjust RGB-LED (For the REALFORCE RGB Series Only) 

RGB-LED  

RGB-LED in the "RGB-LED" tab, you can set how the LEDs shine. 

 

NNoottee For models without the RGB-LED function, the RGB-LED tab is grayed out and will not respond to clicks. 

 

 

 

Clicking the Ƹ mark displays a menu. 

 

 

Å User setting 

The User setting option allows the user to select the color for the LED of each key or indicator. By 

default, all keys are extinguished, and the color of the indicators is set to red for User 1, green for User 

2, and blue for User 3.                                                

 

 

Indicator -lamp 
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The selected color can be chosen from the standard colors or the custom colors in the lower center of 

the screen or from the palette in the lower left corner of the screen. Numbers 0 to 255 can be input for 

colors of R,G, and B. The selected color will be set when the Enter key is pressed. When each key is 

clicked or enclosed while the left mouse button held down, the screen and keyboard change to the 

selected color. 

 

 

The selected color created from the palette or by inputting a number can also be sequentially added to 

the custom color field by clicking ñAdd colorò in the lower center of the screen.

 

 

  

Sequentially added. 
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Å Lighting ON key 

The Light ON key can light the keys that have been pressed.

 

 

Selecting a color for a key and inputting that key lights the screen and the input key in the selected 

color. 

 

 

 

 

 

 

 

 

 

 

 

 




























































